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The Green Room (Staff Restaurant) North Terminal Gatwick Airport

Original creative design provided by EVCS consultant with subsequent 
visualsiation and development drawings for approvals and construction 
produced by Steve Turner
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PRIME CONTRACTOR
A A Lovegrove Limited

37 Tinsley Lane

Crawley
West Sussex

RH10 8AJ

Tel : (01293) 560133
Fax : (01293) 560533

E-mail : info @aalovegrove.com

A 17-8-12 Extend perimeter tiles/ metal tile spec's

B 25-8-12 Replace Servery ceiling to tiles & new height + Fire Curtain
adjustments

C 30-8-12 Show new Elec DB Cup'd

20720-00-A-225-GA-000001

D 12-9-12
Incl'd FR rated MDF in Fire Curtain soffit / 

Note re; Access panels

E 5-10-12
Lower Main MF ceiling for deeper downstand/ Lower Servery
ceiling for ducting routes / Show Ceiling Access panels/

Add in Ceiling Void Access panels in MF ceiling. New spec to
Prep ceiling. Statement re: lift out Lay-in SAS tiles.

F 19-10-12
Replace MF ceiling with tile ceiling / Alter bulkheads / re align
Servery ceiling

G 24-10-12Align prep ceiling to BDS equip layout

GREEN ROOM
REFLECTED CEILING PLAN

11-8-12

1- 50 @ A1 RFI

0174-08

300-96

G

S.Turner

Jubilee House
NT Staff Restaurant

steveturnerDESIGN

TEL/FAX.01949-842399

info@steveturnerdesigns.co.uk

It is assumed that all works will be carried out by a competent contractor

working, where appropriate, to an approved method statement

In addition to the hazards/risks normally associated with the

types of work detailed on this drawing, note the following :

SAFETY, HEALTH AND ENVIRONMENTAL

INFORMATION

 DECOMMISSIONING/DEMOLITION

 MAINTENANCE/CLEANING

 CONSTRUCTION

PROJECTNAME
NT Staff Restaurant

Document Number:Project Name/Contract Description 20720-00-A-225-GA-000001

Revision Number: XX

Code Assigned: CODE_X

Code 1

Code 2

Code 3

Code 4

Work may proceed

Revise and resubmit. Work may proceed subject to incorporation of comments indicated

Revise and resubmit. Work may NOT proceed

Review not Required. Work may proceed

Permission to proceed does not constitute acceptance or approval of design details, calculations

analyses, test methods, or materials developed or selected by the contracor/supplier, and does not 

relieve contractors/supplier from full compliance with contractual obligations or release any "holds" 

placed on the contract.

GAL Development Team Action Person: _________________________________________________

Signature: _____________________________________________

Alternative Reference: _______________________________________________________________

Date Signed: _______________
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SETTING OUT POINT
to Suspended tile perimeter

Slot provided for
Fire Curtain
see Detail B

Position of Extract Canopies
passing through ceiling

GREEN ROOM & SERVERY

Main ceiling height dropped to 2540mm from FFL
(Note existing ceiling is set @ 2700mm)
SAS System 130 plain 16mm metal lay in tiles 
with perforations on Alugrid P-Cleanseal 15/16 
grid
(600x600mm module with tiles @ 584x584mm
Tiles & grid in white.

Perimeter ceiling remains at 2700mm
SAS System 130 plain 16mm metal lay in tiles 
plain (without perforations) on Alugrid P-Cleanseal 
15/16 grid
(600x600mm module with tiles @ 584x584mm
Tiles & grid in white.

SERVERY SPACE
Ceiling dropped to 2400mm
SAS System 130 plain 16mm metal lay in tiles on 
Alugrid P-Cleanseal 15/16 grid
(visible face sits flush with bottom of grid providing 
a flush pencil line detail. Tiles lift out of grid to give 
access to void. (see attached Manufacturers doc)
(600x600mm module with tiles @ 584x584mm
Tiles & grid in white.

PREP SPACE
Ceiling dropped to 2400mm
Ecophon Focus E range 600x600x20mm
High density glasswool tile system in white with 
white T15 (mm) grid system.Tegular edge detail.
Front visible surface finish in Akutex(tm) FT 
coating for ease of cleaning.

2540mm FFL
to Suspended

Ceiling

3284mm
FFL to Struct' Slab

2400mm FFL
to Suspended

Ceiling

2700mm FFL
to Suspended

Ceiling

2700mm FFL
to Suspended

Ceiling

2400mm FFL
to Suspended

Ceiling

Ceiling in recess to match
existing lobby

Servery ceiling steps down from main seating 
area to 2400mm FFL. Metal tile ceiling (see 
Notes) infill through out to provide access to
Fire Curtain and canopies. FR - MDF down 
stand decorated to match white ceiling.

1
2
3
8
2

8
0
9

12264

14284

7929

2
7
3
7

1
2
3
8
0

28774912

9
5
1
6

180

Width & position of

Fire Curtain Head Box
See Fire Curtain Section

(Red) line indicates

cut tile perimeter trim

(Green) line indicates
MDF bulkhead at change in level
between metal tiles & MF ceiling

(Green) line indicates
MDF packer to perimeter

glazing head box

SETTING OUT POINT
to Suspended tile perimeter

SETTING OUT POINT
to Suspended tile perimeter
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SETTING OUT POINT
to Suspended tile perimeter

C CGrid Module

600 x 600mm

Tile size 584x584x16mm
SAS system 130 Plain metal 16mm deep tile

SAS Alugrid-P-Cleanseal 15/16

All in white

HEAD OF

PERIMTER GLAZING

RAISED PERIMETER

TILE CEILING

 MDF BULKHEAD TO
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2600MM
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SAS INTERNATIONAL

TRIM TCA 0113

Perimeter cut tile DETAIL

DETAIL -A
Tiles & Grid

Section

DETAIL -C
Perimeter 'Cut Tile

trim

DETAIL -D
Section through dropped

bulkhead / raised perimeter
& window glazing head

See Fire Curtain section
for Ceiling DETAILS

DETAIL -B
transition Removable

Closer to MF same level
(Fire Curtain)

S
E

R
V

E
R

Y
S

ID
E

S
E

A
T

IN
G

 S
ID

E

See Fire Curtain section
for Ceiling DETAILS

See Fire Curtain section
for Ceiling DETAILS

Fire Rated MDF
upstands and removable

soffit with folded steel
bracket / supports

1
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2400

Additional access to Fire
Curtain via lay-in metal tiles.

Full length.
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Curtain Guide 29mm
wide with 5mm slot for

curtain material.
Cover plate to bottom bar

by Coopers to match ceiling
colour

3452540 2540
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A A Lovegrove Limited

37 Tinsley Lane
Crawley

West Sussex

RH10 8AJ

Tel : (01293) 560133

Fax : (01293) 560533
E-mail : info @aalovegrove.com

A 25-8-12 Replace MF ceiling to Servery & new height

B 29-8-12 Indicate Existing Boxed beam over Fire Curtain Head Box

C 2-10-12
Alt's req'd for Structural Supports / Lowered Ceilings / Revised

Guide cladding & details of OQS-C & Emerg Retract Buttons.

D 8-10-12
Add in statements covering FA/PAVA std & Fire Curtain
replacement access.

Jubilee House
NT Staff Restaurant

FIRE CURTAIN /
WALL INTERFACE DETAILS

19-8-12

1-10/25
1-200 @ A1

steveturnerDESIGN

TEL/FAX.01949-842399
INFO@STEVETURNERDESIGNS.CO.UK

S.Turner

info only

0174-20

300-96
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862 x 373

1394 x 577

1569 x 475

Grab 'n' Go

Coffee / Deli Bar

Tray Pick Up

 Cutlery Condiments

DRYSTORE

COLDSTORE

FREEZERSTORE

Prep Area

Pot Wash

Dishwash
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Firemaster 120 by Coopers
or similar. Max width 5m therefore

2 overlapping curtains needed in 1st box
and single in second box.

SECTION A-A & C-C

Bottom
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1hrFR barrier to be fitted to underside
of raised floor before closure
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DETAIL -B
Req'd where MF ceiling
meets curtain.
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Proposed new
garden doors

#D4

Bottom
Bar

1hrFR barrier to be fitted to underside
of raised floor before closure
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DETAIL -A
Req'd where tile perimeter
meets curtain.
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2400

Additional access to Fire
Curtain via lay-in metal tiles.

Full length.
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Existing 100x100mm boxed steel
brace from head of Mullion to ceiling slab
Clad in 1hfFR. Fire stopped all round.

Curtain Guide 29mm

wide with 5mm slot for
curtain material.

Cover plate to bottom bar

by Coopers to match ceiling
colour

345
2540

Glav Steel support bracket fixed from 

above to support ceiling closure 
behind Fire Curtain. Closure panel in
18mm FR-MDF with 5x5mm shadow 

recess, Dec to match Ceiling.
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Additional access to Fire
Curtain via lay-in metal tiles.

Full length.
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Curtain Guide 29mm
wide with 5mm slot for

curtain material.
Cover plate to bottom bar

by Coopers to match ceiling
colour

3452540

Glav Steel support bracket fixed from
above to support removable ceiling

closure behind Fire Curtain.
Removable closure panel in

18mm FR-MDF with 5x5mm shadow

recess, Dec to match Ceiling.
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DETAIL -B
Req'd where MF ceiling
meets curtain.

70x70x8.0mm SHS post
from floor slab to underside
of Curtain walling brace with
cleat each side to ceiling slab.
(See Rathbone & Roche Struct Eng'r
Doc PP208-SK-FD pg's 07A/08A)
1hrFR all round.
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PLAN DETAIL -C
Used on end of Partition
& Prep Rm wall

1hrFR cladding completed
after fitting of SHS & Fire Curtain
Guide.
(No Access req'd to guide
after fitting.)

PLAN
DETAIL -D
Column

70x70x8.0mm SHS from floor slab
to underside of Curtain walling brace
on underside of ceiling slab.
Cleated to floor and ceiling slab
(See Rathbone & Roche Doc ref:
PP208-SK-FD pg's07A/08A)

Existing 'I' column approx 294x294mm
with timber wedged braces @
300mm ctrs for fixing of Fire
Curtain Guide. Column and Guide
clad to provide 1hrFR

1hrFR cladding completed
after fitting of SHS & Fire Curtain
Guide.
(No Access req'd to guide
after fitting.)
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OWS-C
Obstruction warning System-Commercial
Transmitter / Reciever
set into column face
@400mm FFL to ctr
Requires elec feed

OWS-C
Obstruction warning System-Commercial.

Transmitter / Reciever set into
column face / nib wall @400mm FFL to ctr

Requires elec feed
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Emerg'
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SECTION F-F

#D5#D6

Firemaster 10 by Coopers
or similar. Max width 5m therefore

2 overlapping curtains needed in 1st box
and single in second box.

3 panes of glass req'ing
obscuring

film on outside.
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New 1hr partition

to glazed wall in British Gypsum

Shaftwall system fitted from

one side.
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100mm Celcon insulation

between curtain wall and

ceiling slab. Set between

mullions

SEE
DETAIL-D

SEE
DETAIL-DSEE

DETAIL-C

SEE
DETAIL-C

To be confirmed
on site

To be confirmed
on site

3013

70x70x8.0mm SHS post
from floor slab to underside
of Curtain walling brace with
cleat each side to ceiling slab.
(See Rathbone & Roche Struct Eng'r
Doc PP208-SK-FD pg's 07A/08A)

5096

70x70x8.0mm SHS post
from floor slab to underside
of Curtain walling brace with
cleat each side to ceiling slab.
(See Rathbone & Roche Struct Eng'r
Doc PP208-SK-FD pg's 07A/08A)

OWS-C transmiter / receiverOWS-C transmiter / receiver
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NT Staff Restaurant

Document Number:Project Name/Contract Description 20720-00-A-200-DE-000002

Revision Number: XX
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Work may proceed
Revise and resubmit. Work may proceed subject to incorporation of comments indicated

Revise and resubmit. Work may NOT proceed

Review not Required. Work may proceed

Permission to proceed does not constitute acceptance or approval of design details, calculations

analyses, test methods, or materials developed or selected by the contracor/supplier, and does not 

relieve contractors/supplier from full compliance with contractual obligations or release any "holds" 

placed on the contract.

GAL Development Team Action Person: _________________________________________________

Signature: _____________________________________________

Alternative Reference: _______________________________________________________________

Date Signed: _______________

It is assumed that all works will be carried out by a competent contractor
working, where appropriate, to an approved method statement

In addition to the hazards/risks normally associated with the

types of work detailed on this drawing, note the following :

SAFETY, HEALTH AND ENVIRONMENTAL

INFORMATION

 DECOMMISSIONING/DEMOLITION

 MAINTENANCE/CLEANING

 CONSTRUCTION

KEY

DRAWING TO BE READ IN CONJUCTION WITH
Rathbone & Roche Doc ref: PP208-SK-FD pg's07A/08A)
along with CEILING DRAWING No 20720-00-A-225-GA-000001

Design based on FireMaster Fire Curtain
by Coopers.
There is no PAVA system in this space.

The FA system is designed by Johnson
Controls through BDS to BS 5839 in
accordance with GAL Standard ref
FA-PAVA Standard 20000-XX-PR-xxx
-000552.
This Fire Curtain is designed in
accordance with the specific section of this
standard ref:-
2b.2.2.10 Interfaces-Fire Shutters.
The shutter control will be interfaced to the
FA to operate the curtain in the event of any
2 smoke detectors or a smoke detector plus
a break glass within the unit going to an
alarm condition.
The curtain is fitted with a flashing beacon
& audio warning indicating its activation.
There is a 2min delay following activation to
allow escape out of the space along with
an IR transmiter / reciever monitering both
curtains to ensure there are no blockages
Emergency Raise buttons are installed for
each curtain on both sides of each curtain.

Access to the curtain for maintenance or
removal is via removable soffits which sit
each side of the Fire Curtain guides.These
give access to the removable panels of the
head box and allow the rollers to be
lowered.
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